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NRV - Non Return Valves
Series/Model Code Dimension Max. Flow Rate Max. Operating Pressure Opening Pressure
(L/min) (bar) (bar)
01-NRV-2 1"SAFE J518 serie 3000 250 300 1
01-NRV-3 1"1/4 SAE J518 serie 3000 350 300 1

Features:

- Integratfion of flange and valve in the same body
- Port connection for circuit pressure reading

- Easy and cheap application

Possibility to set up on Berarma pumps Size 2 and Size 3, but thanks to their
modularity can be installed on any other system.

GMP Motors

Series/Model Code Max. Geometric Max Flow Rate at 1450 rpm Max Operating Pressure Speed Rotation Range
Displacement (cm3/rev) (L/min) (bar) (rpm)
GMP - 16 16 23 250 1000 - 1500
GMP -20 20 29 250 1000 - 1500
GMP -25 25 36 250 1000 - 1500
GMP -32 32 47 250 1000 — 1500

Features:

- DIRECT DRIVE FROM PUMP AND MOTOR

- ASYNCHRONOUS THREE PHASE MOTORS 4 and 6 POLES

- ROTATION DIRECTION: Right hand (clockwise - viewed from shaff end )
- MOUNTING TYPE MCTORS : Special B3-B14 (IEC 34-7)

- RATED VOLTAGE : 230/400 V +/- 10% a 50 Hz - 266/460 V +/- 10% a 60 Hz
- EFFICIENCY CLASS : IE3

- POWER AVAILABLE : from 0,75 Kw (1HP) t© 9,3 Kw (12,5 HP)
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Variable Displacement
Vane Pumps Up Ta 2
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